Simplex Bucket Checklist

Pre-Flight Checks

1. Check Bucket, Electrical Circuits – Connected and secure

2. Check Bucket Circuit Breakers (5 amp and 35 amp) – In

3. Gate Position – Closed

4. Support cables – Check wear and tear, not tangled, secured at both ends

5. Bucket – Condition and security

Mission Equipment Checks

1. Cargo hook checks – Completed IAW TM 1-1520-237-CL 

CAUTION

This check will open gate, dumping contents

of the bucket.

2. Control Box Switch – Press up to the open position, gate should open.  Press down to the close position, gate should close

Before Take-Off Check

1. Gate – Closed

In Flight


VNE – 90 Knots

Fill Procedures

2. Open bucket gate by pressing the Control Box Switch to Open position and hold for three seconds and release 

3. Descend in hovering flight until bucket is submerged.

4. Desired depth is at least 7 feet.

5. After bucket has filled, press the Control Box Switch to closed position and hold for three seconds and release.  The gate will close and seal.

CAUTION

The water source must be sufficiently deep

to prevent possible entanglement and must

provide a clear approach and departure path.

Delivery Procedures


VNE – 90 knots


Open bucket gate by pressing the Control Box Switch to Open position and hold for three seconds and release.

